
Notice: Some functions of this machine may be changed in the future, 

we won’t and have no responsibility to inform you specially, but you 

can contact us if there is any problem 
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1. Applicable range 
� The testing standard is only suitable for this products 
� The testing standard refers to the Spec.& parameter and usage of this product (openrating 

guide) 
 
2. Reference 
� Navigator operating standard 

 
3. Product introduction 
� 7 inch TFT screen, resolution 480*234 



� Stereo earphone, built-in high quality 1W speaker, and the volume is adjustable 
� With both keystroke and touch screen 
� Built-in high sensitive Si-rf STAR III GPS module  
� With built-in antenna, outside GPS antenna is available 
� The navigator firmware in the SD card can be run directly 
� With MP4/MP3 function 
� With AV in function 
� Video playing format: ASF, AVI, MP4, WMV 

� Audio playing format: MP3,WAV,MID 
� Photo format: BMP,JPG,PNG,GIF 
� Text format: TXT 
� Can be charged by exterior DC12V and auto lighter 
� Can adjust luminance of LCD screen automatically 
� FM frequency  
� Support HOST USB1.1 port  

   
 

 
 
 
 
 
 
 
 

 
 
* Authorization will be charged when you use multi-media software 
 
 
4. Specification 
  

Working condition parameter 
Size 212mm(L)*117.3mm（W）*25.5mm（H） 
Working temperature -10℃ ~ +70℃ 
Keeping temperature -40℃ ~ +80℃ 
Working humidity 45% ~ 80%RH 
Keeping humidity 30% ~ 90%RH 
Air pressure 860Kpa ~ 1060 Kpa 
 
 

System parameter 
CPU frequency 400MHZ 
Chipset SAMSUNG S3C2440A-40 



SDROM 64MB 
Memory size 64MB 
Navigator firmware storage SD card or built-in NAND FLASH 
Operating system WINCE 4.2 NET 
Software editor ARMV4 
 
 

Basic parameter 
Video output type CVBS, PAL/NTSC identify automatically 
Video output voltage 1.0Vpp/75ohm 
Displaying screen size 7 inch 
Displaying screen resolution 480×234 
Audio output Compound audio track, sound like CD player 
Sound power Earphone double track 0.25W/CHANE,single 

channels 1W 
Average power consume 6W 
“Sleep” power consume 24mW 
Dc input voltage DC 9V--28V 
 
 

GPS hardware parameter 
Receiving module Si-rf Star III 
Frequency 1.575GHZ 
C/A CODE 1.023 MHZ chip rate 
Signal channels 20 channels 
Sensitivity -159dBm 
Position accuracy 10m, 2D RMS 5m, 2D RMS, WAAS enable 
Data upgrading rate 1HZ 
Signal recapture time 0.1s on average 
Warm boot time 1s on average 
Cool boot time 38s on average 
Cold boot time 42s on average 
Maximum position altitude 18,000m 
Acceleration < 4g 
Built-in antenna type Built-in power porcelain antenna 
Magnified effect of the built-in antenna 27dB 
Voltage of the built-in antenna 3.3V±5% 
Current of the built-in antenna 15mA 
Outside antenna port MMCX 
Outside antenna voltage 3.3V±5% 
Magnified effect of the outside antenna 27dB 
Current of the outside antenna 15mA 
 



 
 
Operation 

 

 
Mark Illumination Mark Illumination 
A loudspeaker H Displaying screen 
B Power supply I SD card slot 
C Video frequency J Volume +/- 
D Menu K MMI 
E Exit L Audio frequency/ 

video frequency input
F Enactment M Earphone 
G Outside antenna N DC 12V/2A input 
  O Built-in antenna 
 
 
5. Manipulation illumination 

5.1 Power on/off  

  Press and hold “power” (B) for 3s or more, the indication light will be on，then the LCD will 

display the company LOGO 



 

 

 

 

 

 when it is working, press“POWER”（B）, the machine will be in power saving condition, then 
press“POWER”（D） again，the machine will recover in 1s, as following: 
 

 

 

press and hold“POWER”（B）for 3s in the working condition, the machine will enter power 
off condition, as following: 

 
Transfer the auto lighter output port to DC port (especially power provider), and then insert it 

into DC socket, you can see LOGO and processing cursor on the screen, and the system will 
enter the console interface in 6s, there are 6 items there, as following: 



 

 
 
5.2 Music playing interface: 

Under the console operation interface, as the following: 

  

Click , enter the music playing interface, as the following: 



 

Click  to choose the audio file track, and then enter the following interface: 

 

choose the audio file you want, then click“ ”or double click the file name to go back 

to the music playing interface, as the following: 



 

click “ ”to continue adding audio file, click“ ”to go back to the music playing 

interface. 

Click “ ”to play music; you can also double click the file name to play it, as the 

following: 

 

Other functions are as the following: 

click“ ”to pause; 

click“ ”to choose the next item; 

click“ ”to choose the last item; 

click“ ”to repeat on; 

click“ ”to play randomly; 



click “ ” to let the speaker working; 

click“ ” to stop the speaker working; 

click“ ”to delete the chose file; 

click “ ”to delete all files; 

click“ ”to exit the music playing interface. 

Volume adjusting can be achieved by clicking: “volume displaying bar”; playing speed 
adjusting can be achieved by “speed displaying bar” 

 
5.3 AV OUT: 

     Power on the player and play audio file, then insert the earphone into the player and 
adjust the volume well, then the player will play music clearly (the speaker doesn’t work 
now). 

 
5.4 Video playing: 

Under the console operation interface, as the following: 

  

click“ ”, to enter the video playing interface, as the following: 



 

click“ ”to choose the video file track, then enter the following interface: 

 

choose the video file you want, then click“ ”or double click the file name to go back to the 

video playing interface, as the following: 



 

you can also click“  ”to choose all the files, as the following: 

 

 

Click  to back to the video playing interface. 



 

Click  continue to add video files, and click  to go back to the video playing 

interface. 

Click  to play, or you can also double click the name of the file to play, as following: 

 

Click  to widen the screen display, as following: 

 



 

Click  to view the screen at the largest size, as following: 

 

Other Functions: 

Click  to turn off the speaker 
Click  to turn on the speaker 
Click  to choose the next video file 
Click  to choose the last video file 
Click  to delete the file you selected 
Click  to delete all the files 

Click  to exit  

Volume adjust can be achieved by clicking the “volume bar”; playing speed can be achieved 
by clicking “speed bar” 
 

� 5.5 AV IN Function: 
After switched on the power supply, press button “AV” to enter the video input function, and 



then connect the AV cable that already connected well with the outside equipment to the AV socket 
of this machine, then the screen will display the same picture with the outside one and sound 
synchronously. 

 
� 5.6 E-book function 
� Under the console interface, as following: 

 

Click  to enter the text viewing interface, as following: 

 

1. click  to choose the keeping track of the text file, as following: 



  

2. choose the file you want, click  or double click the name of the file to back to the 

“TextViewer” interface, as following: 

 

3. click  to view the information of the file, including its size, time built-up, time 

viewed and so on, as following: 



    

4. click  to set up the scroll time, font size, color, background color, as following: 

 

Other Functions: 

Click  to enter the first page 

Click  to turn to the last page 

Click  to turn pages upwards 

Click  to turn pages downwards 

Click  to scroll the page slowly but continuously 

Click  to exit  

 



� 5.7 JPEG skimming 
� Under the console interface, as following: 

 

Click Image Viewer  to enter the interface, as following: 

 

1, click  to enter the attribution interface, which can display the file track, size, 

and the hieigh/width/color of the photo and so on, as following: 



 

2. Click  to set up the slide delay/sequence/replay functions and so on. as 

following: 

 

3. Click  to select the file keeping tracks, and then enter the following 

interface: 



 

Choose the photo you want, click  or double click the name of the file to back to 

the “ImageViewer” interface, as following: 

 

Other functions: 

Click  to view the last photo; 

Click  to view the next photo; 

Click  to enter the PowerPoint slide mode; 

Click  to view the real pixel 

Click  to reduce the size 

Click  to magnify 



Click  to revolve it to the left direction for 90 degrees of angle 

Click  to the right direction 

Click  to exit  

 
 

� 5.8 GPS working condition inspect 
� Under the console menu, as following: 

 

� Click  to enter the system setting mode, there are 6 items, as 

following: 
 
 

 

� Click GPS monitor  to enter the inspection mode, as following: 



 

1. click  to enter the menu instruction interface, as following: 

 

2. Click  to refresh the GPS receiving signal. 

3. click  to enter the satellite data interface, as following: 



 

4. click  to enter the satellite signal indication interface, as following: 

 

5. click  to enter latitude, altitude and time display, as following: 



 

After getting the information, click  to back to the system control interface. 

Note: you need to test the GPS monitor in the open air, otherwise, there will be no 
signals received. 

 
 

� 5.9 Language selection 
� Under the system setting interface, as following: 

 

� Click  to enter the language selection, then click , as following: 



 

� Choose the language you like, and then click  to back to the system 

setting interface. 
 
 

� 5.10 FM Function 
� Under the system setting interface, as following: 

 

Click to enter the FM setting interface, as following: 



 

Separately choose the “set transmit rate” to be “ON” or “OFF”, and click  or 

 to set the transmit rate, and then click  to exit after finished. 

   
� 5.11 Touch screen emendation  

� On the system setting interface, click  to enter the touch screen emendation 

setting mode, press the central cursor for long according to the instruction 
displayed till it automatically remove to the top left, then you can orderly and 
separately emendate the cursor position of down left, down right and top right. If 
failed, it will automatically enter the re-emendation interface; if succeed, it will 
show “OK” on the screen, then click any place of the screen to save the 
emendation and exit. After finished the emendation, the system will keep the data, 
you won’t lose any information even when power off, so that you don’t need to 
emendate it every time. (It should be emendated well before sold out) 
  

�   5.12 System information set 
� Enter the system setting interface, as following: 

 



� Choose  to enter the system information interface, as following: 

 

 
 

� 5.13 Run Navigator Firmware 
� Insert the SD card first, on the main menu interface: 

        

Click  to enter the system setting interface, as following: 

 
 



 

Choose navigator set mark  to enter the following interface: 

 

Click     to enter the following interface: 

 



Choose the navigator firmware according to its track (you can choose “auto run 

navigation when power on” again), click   to exit and go back to the main 

menu, as following: 

   

Click navigator mark  to enter the navigator mode. (operation method can be 
learnt from the navigator firmware instruction manual) 

  
 

 

� 5.14 Buttons Function 
� When operating map software, audio playing or video playing function, click 

“MENU” back to the main menu interface; Press “MENU” for long to enter the 
touch screen emendation mode 

� Press “POWER” for long(3s) to turn on/off the navigator; shortly press “POWER” 
to enter/wake up the “SLEEP” condition 

� Press “AV” to enter AV IN  
� Press “ESC” to go back 
� Press “RESET” to refresh the player 



� Press “SETUP” to enter OSD interface, as following: 
¾ “Function select”: click the menu on the lower line to enter “TV” or “GPS” 

interface, select “TV” the screen will show the video signal input from “AV” 
port, (it will be blue screen if there is no signal), select “GPS” it will show the 
navigation interface. You can also use button “AV” to select the two modes. 

¾ “Back Light”: click the menu on the lower line to adjust the backlight---“+” 
for lighter, “-“for darker. 

¾ “LCD Contrast”: click the menu on the lower line to adjust the LCD display 
proportion---“+” for increasing, and “-“ for decreasing 

¾ “TV display mode”: click the menu on the lower line to select the video signal 
display mode:16/9 or 4/3 

¾ “Speaker mute”: click the menu on the lower line to select “OFF” (the speaker 
on), or “ON” (the speaker off) 

¾ Press “SET” again or press the exit button of OSD (the sixth one) to exit the 
OSD setting mode. 

 

 
6. Important Notes 
z Avoid keeping the machine in a hot, damp or dusty environment 
z Remove it slightly 
z Keep the antenna at a horizontal position and point to the sky 
z If there is a metal film outside the car, we suggest you use the extension antenna and put it 

outside the car 
z The rim of all the marks is orange when being chosen, and the marks will totally be orange 

after you choose them. 
z All the items “optional”, customers must choose them by themselves, otherwise the files 

maybe not matched with the machine. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
7. Common problems: 
Problems Reason Solution 
Unable to turn on the 
navigator 

Haven’t been used for a long 
time;  
Car lighter adaptor not be 
connected well 

Recharge the battery; 
Connect the car lighter adaptor 
well  

No signal  Not in the open air Change a place where is out of 
shelter 

Power off quickly At a very low temperature 
when working; 
Not the matched battery; 
Battery is aged 

Avoid using it at too low or 
too high temperature; 
Use better battery or adaptor 

Unable to enter the navigator 
mode 

Maybe in the wrong 
navigation setting condition 

Reset it 

The screen displayed unclearly TFT LCD is dirty Clean the screen by a wet and 
soft cloth 

Soundless  The volume is at the lowest 
condition 

Set the volume 

Touch screen function is out of 
order 

Touch screen function is not 
emendated well 

Emendate it again 

All bottoms are out of work  Click “RESET” to refresh the 
machine 

 
 
 
 

 
 
 

 
 


